NORDIC BEAST

LAYOUT MATERIALS » Product Components

CAT WHEEL

INSTALLATION MANUAL

HINT:

Do not tighten all the mounting screws completely at once.
Instead, tighten them again individually after installing and forming
each component.

Read the manual once through before starting the assembly.

For video assembly visit - www.nordicbeast.eu/hello
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STEP@ Install anchor plugs
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Insert the N yellow anchor plugs into the holes
at both ends of the parts A, B, C, E, F

STEP@ Install the wheels Q to the plate B and the

wheels | to the plate A
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STEP@ Putting the base of the wheel together

C

Screw together the part G G
with the parts A, B, Cand T.
One side first, then the other side.
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Base Installation Complete
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Place partFata
random place

(313:005) Attach plates E to
the arch D using
screw M

£343:106) Fix another arch on
the opposite side of
plates E

£113:107) Repeat steps 4-6 unti

all of the 3 arches
are assembled

STEP@ Use the part E (with
double screw holes)
to connect the
arches together

STEP@ AII1irgn the arches
be

re tightening
the screws

Note: Allign the arches evenly before
connecting them together

STEPm Attach fixators H to the
inside curve of the
arches with screw L

STEP@ Assemble the wheel

together
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STEP@ Place the wheel on

the base

STEP@ Glue the Velcro to the inside of the

treadmill's running area

Note: Wipe the running area clean before gluing Velcro

STEPQ Attach the carpet evenly and

tightly to the inside of the runway

STEP@ Congratulations! You've

completed the assembly!




